
INVITATION FOR QUOTATION

TEQIP-III/2018/secu/Shopping/39                        12-
Feb-2019

Sub: Invitation for Quotations for supply of Goods

Dear Sir,
1. You  are  invited  to  submit  your  most  competitive  quotation  for  the

following goods with item wise detailed specifications given at Annexure I,

Sr.
No

Brief 
Descriptio
n

Quant
ity

Delivery 
Period(In 
days)

Place of 
Delivery

Installation 
Requirement 
(if any)

1 Fire 
Proximity 
Suit

1 30 Safety and Fire 
Engineering, 
School

Yes

2. Government  of  India  has  received  a  credit  from  the  International
Development  Association  (IDA)  towards  the  cost  of  the  Technical
Education  Quality  Improvement  Programme[TEQIP]-Phase  III
Project and intends to apply part of the proceeds of this credit to eligible
payments under the contract for which this  invitation for quotations is
issued.

3. Quotation,
3.1 The contract shall be for the full quantity as described above. 
3.2 Corrections, if any, shall be made by crossing out, initialing, dating

and re writing.
3.3 All duties and other levies payable by the supplier under the contract

shall be included in the unit price.
3.4 Applicable taxes shall be quoted separately for all items.
3.5 The prices quoted by the bidder shall be fixed for the duration of the

contract and shall not be subject to adjustment on any account.
3.6 The Prices should be quoted in Indian Rupees only.

4. Each bidder shall submit only one quotation.
5. Quotation shall remain valid for a period not less than 45 days after the

last date of quotation submission.
6. Evaluation of Quotations,

The Purchaser will evaluate and compare the quotations determined to be
substantially responsive i.e. which
6.1 are properly signed ; and
6.2 confirm to the terms and conditions, and specifications.

7. The Quotations would be evaluated for all items together.
8. Award of contract: 

The Purchaser will award the contract to the bidder whose quotation has
been determined to be substantially responsive and who has offered the
lowest evaluated quotation price.



8.1 Notwithstanding  the  above,  the  Purchaser  reserves  the  right  to
accept or reject any quotations and to cancel the bidding process and
reject all quotations at any time prior to the award of contract.

8.2 The bidder whose bid is  accepted will  be notified of  the award of
contract by the Purchaser prior to expiration of the quotation validity
period. The terms of the accepted offer shall be incorporated in the
purchase order.

9. Payment shall be made in Indian Rupees as follows:
Satisfactory Acceptance - 100% of total cost

10. All supplied items are under warranty of  12 months from the date of
successful acceptance of items.

11. You are requested to provide your offer latest by 15:00 hours on 29-
Apr-2019 . It will be opened on 30-04-2019

12. Detailed specifications of the items are at Annexure I.
13. Training Clause (if any) NA
14. Testing/Installation  Clause  (if  any)  To  be  installed  and

demonstrated before payment
15. Information brochures/ Product catalogue, if any must be accompanied

with the quotation clearly indicating the model quoted for. 
16. Sealed quotation to be submitted/ delivered at the address mentioned

below,
The  Principal,  School  of  Engineering,  Cochin  University  of   Science  and
Technology, South Kalamassery,  CUSAT P O, PIN-682 022, Kerala, The envelope
containing  the  quotations  should  be  super  scribed  with  “TEQIP-
III/2018/secu/Shopping/39   to be opened on 30/04/2019”

17.  We look  forward  to  receiving  your  quotation  and  thank  you  for  your
interest in this project.

(Authorized Signatory)
Name & Designation 

Annexure I

Sr
. 
N
o

Item 
Name

Specifications

1 Fire 
Proximit
y Suit

(i) Materials:
 The  materials  used  for  making  these  suits  shall  be  non-flammable,  light

weight and flexible with sufficient heat reflecting properties. The materials
shall be durable and should not disintegrate when subjected to intense heat
and/or flames.  These suits are made up of three layers: (i) outer layer, (ii)
middle layer and (iii) inner layer.

(ii) Outer  Layer:
 The outer layer of the clothing shall be of high reflectivity so that it  shall

reflect over 90 per cent of the radiant heat incident upon it.  For this purpose,
asbestos cloth laminated with aluminised polyester film or vacuum deposited
aluminised asbestos cloth has been found most suitable.



(iii)  Middle  Layer:
 Felt-wool  is  used  for  middle  layer  because  it  is  very  light,  open-weave

material and offers very good thermal resistance.
(iv) Inner  Layer:

The inner layer (body) of the suit is made from natural, polished, white chrome
leather.  It is quite flexible light and has good strength.  The material can be
used repeatedly and easy to clean and maintain.
(v) Clothing  Assembly:

 Clothing assembly used for the manufacture of flame/heat-resistant suits
shall have high thermal capacity as well as thermal resistance.  It shall
meet the following specifications:

 its thickness shall not be more than 15 m, 
 the weight of the outer layer and middle layer shall not be less than 700

g/m2 and 450 g/m2 respectively, 
 all the stitching thread shall be flame retardant, 
 all the joints in the suits shall have sufficient overlap to prevent ingress of

heat and sparks, 
 fastener  shall  be  secured  in  use,  yet  shall  permit  rapid  removal  of

clothing in an emergency, 
 metal fittings, like rivets, shall be sealed with insulating material, and 
 The workmanship of the finished suit shall be of the highest quality.  The

design of the garment shall ensure adequate air gaps between the fabric
and the body for ventilation.  No external pockets shall be allowed.

(vi)  Functional  Requirements:
 The  material  of  the  outer  layer  of  clothing  assembly  (i.e.  aluminised

asbestos) shall comply with the requirements given below: 
 no test specimen shall continue to flame for more than 8 seconds after the

ignition flame has been removed, 
 after-glow shall not spread beyond the area of the material damaged by

flaming, and 
 The average length of material, which chars or melts, shall not exceed 85

mm.
(vii) Thermal  Protective  Index:
 The protective clothing shall give minimum thermal index value of 40 for

flames (time in seconds before the temperature of the back surface of the
protective clothing assembly rises by 25 0C, when exposed to a standard
heat source of burning hexane) and 300 for thermal radiation (time in
seconds  before  the  temperature  of  the  back  surface  of  the  protective
clothing assembly rises by 25 0C, when exposed to a standard radiation
source consisting of a radiant panel).

(viii) Sizes and  Weight of the  Suits:
 The suits shall generally be made in four sizes and the weight shall be

kept as low as possible.  The size and the maximum permissible weight
are given below:

Complete Suit consists of the following:- 
Hood:
It houses a fibre glass helmet for firemen as per IS-2745. Two elasticized straps 
to cover well below the shoulders. Hood has the visor consisting of curved plain 
poly carbonate and tinted acrylic & outer layer of thin transparent mica. 
Gloves: 



14” long five fingered type Gloves having stud fastener for better securing at 
wrist. 
Boots: 
Boots are made of upper layer of aluminised glass fibre fabric & inner lining of 
high quality leather, with heavy duty zipper covered with aluminised fabric flap 
with extra stud for double protection. Special Neoprene Rubber sole in non-skid 
pattern for use in oil / chemical / grease area. Metal toe for extra air-room & 
protection. 



FORMAT FOR QUOTATION SUBMISSION
(In letterhead of the supplier with seal)

Date: _______________
To: 

____________________________
____________________________

Sl.
No.

Description of
goods (with

full
Specifications)

Qty. Unit Quoted Unit rate in Rs.
(Including Ex Factory price, excise duty,
packing and forwarding, transportation,
insurance, other local costs incidental to

delivery and warranty/ guaranty
commitments) 

Total Price 
(A)

Sales tax and
other taxes

payable
In 
%

In
figures

(B)

Total Cost

Gross Total Cost (A+B): Rs. ________________

We agree to supply the above goods in accordance with the technical specifications for a total contract price of Rs.
———————— (Amount in figures) (Rupees ————————amount in words) within the period specified in the
Invitation for Quotations.

We confirm that the normal commercial warranty/ guarantee of ——————— months shall apply to the offered
items and we also confirm to agree with terms and conditions as mentioned in the Invitation Letter. 

We hereby certify that we have taken steps to ensure that no person acting for us or on our behalf will engage in
bribery.

Signature of Supplier
Name: __________________
Address: __________________
Contact No: ______________


